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Precast inlet shall be Santa Rosa
Cost Products Drawing No. M46E

or equivalent.

Note: Orient eccentric cone
for steps so they are
not over a pipe opening.

4Y/p"

Outlet pipe 24"
(Max) Diameter

Concrete block, 4'-6" square \/

sides parallelto or at right angles
to edge of pavement. Form vertical
edges at top. Class "3" concrete.

Grout holes (optional)
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ring 3-req'd equal spacing
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NOTES:

1.
2.

All reinforced concrete shall be Class "2" (590 Ibs. PC per cubic yard).

All concrete joints shall be cleaned, wetted, and mortared prior to setting next
section. Joints shall then be patched, troweled, and brushed smooth.

Type "I'" manhole bases are for use with pipes to 24" in diometer ond where
there is sufficient cover to use minimum length manhole barrel, eccentric

cone, and cover frame. Type “II' manhole bases (Std Pln CD31) are for use with
pipes to 42" in diameter. Type "ll" manhole bases (Std Pin CD32i) ore for

use with pipes to 60" in diameter. Manhole bases for pipes larger than

60" in diameter shall require a special design.

Frame and extension rings must be secured by povement or concrete block.

Manhole cover frame shall be odjusted to conform to grade ond cross slope
of pavement.

Manhole frome and cover shall be Phoenix Iron (Oakland) Model P-1090 or
South Baoy Foundry (Lodi) Model A-640 or opproved equivalent.

Use of extension rings are limited by 18" maximum manhole throat length.
Extension rings are allowed for conforms to pavement overlays only.

Step shall be steel reinforced polypropylene plastic, Santa Rosa Cast Products Co.
Dwg. No. PS2-PF or equivalent. Steps to be cast in place or press fitted into
provided holes as per manufacture. Install steps with lowest rung_1'-0" obove the
floor and highest rung not more thon 6" below top of manhole. The spacing
between steps shall not exceed 1'-0" and shall be uniform throughout the length
of the wall. Place steps in the wall without a pipe opening. No steps required where
distance from floor of manhole to top of manhole is less than 2'-6".
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